
Outdoor Accents® Decorative Hardware
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Outdoor Accents® Gazebo Ties

Elevate Your Backyard Experience  
Ready to transform your backyard into something truly special? 
An elevated gazebo makes a stunning addition to any outdoor 
space — and we have what you need to build it with strength, 
style and ease. The APGT gazebo tie series adds strength and 
rigidity to six-sided gazebo connections and features ZMAX® 
galvanized steel with a black powder-coat finish for medium 
corrosion protection. The Outdoor Accents gazebo ties series 
includes three models:

 • APGT2 connects a 2x rafter and top plate to a post in a 
six-sided gazebo as well as adds strength and rigidity to 
three-way connections

 • APGT6 connects six 2x rafters at the top of a six-sided gazebo

 • APGTF connects bottom 2x rim joists to a post in a six-sided 
gazebo and allows installation over the post base for adjusting 
the height of rim joists

Gazebo Ties
Model 

No.
Fastener Qty.

Rafter or Rim Joist Top Plate or Post
APGT2 8 4

APGT6 18 —

APGTF 10 10

1. All fasteners are Outdoor Accents SD10112DBB connector screws.
2. Fasteners sold separately.
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Simpson Strong-Tie® Wood Construction Connectors
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APGT

Gazebo Tie

12

6'– 0" max.

5 min.

The APGT Gazebo Tie series adds strength and 
rigidity to six-sided gazebo connections.

APGT2 — Connects 2x rafter and top plate to post  
in six-sided gazebo. Adds strength and rigidity  
to 3-way connection.

APGT6 — Connects six 2x rafters at top of  
six-sided gazebo.

APGTF — Connects bottom 2x rim joists to post  
in six-sided gazebo. Allows installation over post base 
for adjustable height of rim joists.

Material: APGT6 — 18 gauge;  
APGT2, APGTF — 16 gauge

Finish: ZMAX® with black powder coat. 
See Corrosion Information, pp. 12–15

Installation:

 • Use all specified fasteners. See General Notes.

 • Minimum 2x6 rafter size.

 • APGT6 — Bend one time only. SIMPSON
Strong-Tie®
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Typical APGT2 
Installation
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Installation
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Typical APGT6 Installation

Model 
No.

Fasteners 
(in.)

Code 
Ref.

Rafter 
or Rim Joist

Top Plate 
or Post

APGT2 8 4

—APGT6 18 —

APGTF 10 10

1. All fasteners are Outdoor Accents® SD10112DBB 
connector screws.
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APGT Gazebo Tie




