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Simpson Strong-Tie® Fastening Systems
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Exterior Screws

Quik Guard Coating

Size Length 
(in.)

Drive 
Type

Material 
Color

Retail Pack Contractor Pack Mini-Bulk

Quantity Model No. Quantity Model No. Quantity Model No.

#7 1 1⁄4 T10 Tan 100 FT07114R100 500 FT07114R500 — —

#7 1 1⁄2 T10 Tan 100 FT07112R100 500 FT07112R500 4,000 FT07112MB

#7 2 T10 Tan 100 FT07200R100 450 FT07200R450 4,000 FT07200MB

#7 2 1⁄2 T10 Tan 100 FT07212R100 400 FT07212R400 1,750 FT07212MB

#7 3 T10 Tan 100 FT07300R100 300 FT07300R300 1,750 FT07300MB

#9 4 T15 Tan 50 FT09400R50 — — 1,000 FT09400MB

#9 5 T15 Tan 50 FT09500R50 — — 500 FT09500MB

#7 2 T10 White 100 FT07200R100W 450 FT07200R450W — —

#7 2 1⁄2 T10 White 100 FT07212R100W 400 FT07212R400W — —

#7 3 T10 White 100 FT07300R100W 300 FT07300R300W — —

Type 316 Stainless Steel

Size Length 
(in.)

Drive 
Type

Retail Pack Contractor Pack

Quantity Model No. Quantity Model No.

#7 1 1⁄4 T10 100 FT07114T100 500 FT07114T500

#7 1 1⁄2 T10 100 FT07112T100 500 FT07112T500

#7 2 T10 100 FT07200T100 450 FT07200T450

#7 2 1⁄2 T10 100 FT07212T100 400 FT07212T400

#7 3 T10 100 FT07300T100 300 FT07300T300

Finish Trim Screw
Multipurpose Screw for Trim, Cladding, Fascia and Other Wood-to-Wood Fastening
The Finish Trim (FT) screw is a versatile, multipurpose fastening solution for a variety of interior applications,  
such as the installation of trim, cladding and fascia. With its low-torque threads and fast-start point, the FT screw  
drives effortlessly and is ideally suited to be countersunk into sawn lumber or engineered wood materials. Its  
mini trim head provides minimal screw head visibility. Available in convenient quantities, FT screws are offered in  
select sizes for fastening a variety of projects.

Features:
• Choice of Quik Guard® or 316 stainless steel for  

severe-corrosion resistance

• 6-lobe recess for secure driving

• SawTooth® point technology for fast starts and easy driving

• Small, easily-concealed head for a professional finish

• Underhead threads provide cleaner countersink  
and pull side member down tight

• T10 6-lobe driver bit included with #7 sizes  
(replacement driver bit BIT10T-2-R2);  
T15 6-lobe driver bit included with #9 sizes  
(replacement driver bit BIT15T-2-R2)

For more information regarding driver bits for Simpson Strong-Tie fasteners, see p. 129.

For Technical Data and Loads, see C-F-2023TECHSUP Fastening Systems  
Technical Guide, p. 34

US Patent: 9,523,353 
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