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Simpson Strong-Tie® Fastening Systems
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Exterior Screws

Trim-Head Screw — Square Drive
Common Application: 
Fasten wood decking and some composite decking materials

Features:
• Trim-style head is less noticeable on the decking surface 

• Type-17 point for fast starts

• Coarse threads on approximately 2/3 of the shank draw the 
decking and other material tightly to the framing

• Driver bit included in each package

• 350-count packs contain enough screws to fasten  
100 sq. ft. of decking (6" nominal-width boards installed  
on 16" o.c. joists)

• Choose Type 316 stainless steel for seaside applications 
and superior corrosion resistance

• Predrilling recommended near board ends to prevent 
splitting

• See p. 105 for more information on bits

• Replacement bit part number: BIT1S-2-RC3

Type 305 Stainless Steel

Size Length 
(in.)

Head 
Diameter 

(in.)

Approx. 
Count  
per lb.

1 lb.  
Model No.

5 lb. 
Model No.

Clam Shell
350-Count 
Model No.

Bulk Bucket 

Count Model No. Count Model No.

#7 1 5/8 0.23 195 S07162FB1 S07162FB5 135 S07C162FBP S07C162PAK 4,000 S07162FBB

#7 2 1⁄4 0.23 138 S07225FB1 S07225FB5 100 S07C225FBP S07C225PAK 3,000 S07225FBB

#7 3 0.23 98 S07300FB1 S07300FB5 60 S07C300FBP S07C300PAK 2,000 S07300FBB

Type 316 Stainless Steel

Size Length
(in.)

Head 
Diameter 

(in.)

Approx. 
Count  
per lb.

1 lb.  
Model No.

5 lb. 
Model No.

Bulk Bucket 

Count Model No.

#7 1 5/8 0.23 195 T07162FB1 T07162FB5 4,000 T07162FBB

#7 2 1⁄4 0.23 138 T07225FB1 T07225FB5 3,000 T07225FBB

#7 3 0.23 98 T07300FB1 T07300FB5 2,000 T07300FBB

1 5/8" – 3"

1 5/8" – 3"
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