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Simpson Strong-Tie® Fastening Systems
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Collated Exterior Screws

Trim-Head Screw — Type-17 Point
Features:
• Trim head with nibs for easy countersinking

• #2 undersized square drive (driver bit in each box;  
replacement bit model BIT2SU)

• Coarse threads

• Curved collation

Quik Guard® Coating

Length 
(in.)

Shank 
Size

Contractor Pack 
PRO200SG2 PRO250G2 PRO300SG2

Fasteners  
Per Pack Model No.

2 #8 2,000 DTHQ2S P P P

2 1⁄2 #8 1,500 DTHQ212S P P

3 #8 1,000 DTHQ3S P

Bugle-Head Wood Screw
Common Applications:
Wood decking to wood

Features:
• #3 square drive (driver bit in each box;  

replacement bit model BIT3S)

• Coarse threads

• Type-17 point

• Available in Types 316 and 305 stainless steel

• Curved collation

Type 316 Stainless Steel

Length  
(in.) Shank Size Carton Quantity Model No. PRO300SG2

2 1⁄2 #10 1,500 SS3DSC212BS316 P

3 #10 1,000 SS3DSC3BS316 P

Type 305 Stainless Steel

Length  
(in.) Shank Size Carton Quantity Model No. PRO300SG2

2 1⁄2 #10 1,500 SS3DSC212BS P

3 #10 1,000 SS3DSC3BS P

2 1⁄2" – 3"

2 1⁄2" – 3"

2" – 3"
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